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Description: 
TIPP-OIL Power Engine Red is a 2-stroke oil based on mineral and synthetic base oils and 
selected 2-stroke additives. It is characterised by high resilience and reliability and is special-
ly designed for air- and water-cooled 2-stroke engines. Power Engine Red is ideally suited for 
separate lubrication and self-mixing systems.

Instructions for use: 
Power Engine Red is suitable as a self-mixing 2-stroke oil as well as for mixed and separate lu-
brication; for the lubrication of air-cooled 2-stroke petrol engines with high speed and very heavy 
loads; for the lubrication of 2-stroke petrol engines with water cooling.

Specification:
•	 API TC
•	 ISO L-EGD
•	 JASO FD

Features & Benefits: 
•	 Excellent lubrication of all engine parts
•	 Low exhaust gas pollution
•	 High wear and corrosion protection
•	 High cleaning effect

Technical specifications:

Properties Data Unit Testing under

kinematic viscosity at  40°C 67,9 MM²/S DIN ISO 51562-2

kinematic viscosity at 100°C   9,7 MM²/S DIN ISO 51562-2

viscosity index 123 DIN ISO 2909

appearance Red VISUELL

density at 15°C 868 KG/M³ DIN EN ISO 12185

Pour Point -36 °C ASTM D 7346

All declared values are approximate and subject to standard production variations. To the best of our knowledge all informa-
tion reflects the current state of findings and our development. Subject to change. Any reference to DIN standards are solely 
for product description purposes and do not represent a guarantee. If problems arise, please consult a technician. 26.04.2022 
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