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Company registration number: HRA4299
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Revised on: 11.07.25 | Number of the version: 02 | Replaces version: 01

Description:

TIPP-OIL TO-4 SAE 10W is a special gear oil for the supply of construction machinery and trac-
tors. TO-4 SAE 10W fulfils the increased requirements of the Caterpillar TO-4 specification and
is therefore suitable for use in transmissions, axle drives, hydraulic systems, wet brakes and
clutches that require this specification.

Instructions for use:

TIPP-OIL TO-4 SAE 10W provides maximum wear protection in various transmissions such as
side drives and differentials, optimises the coefficient of friction in powershift transmissions, wet
brakes and clutches and guarantees maximum service life of the units.

Specification:

« API MT-1

« API-CF
Recommendation:
* Allison C4

« CAT TO-4M

+  Komatsu KES 07.868.1 (2002)
 ZF TE-ML-03C
 ZF TE-ML-07F

Features & Benefits:

* Excellent high pressure properties

* High dispersing and washing properties

* Protection against wear, corrosion and foaming
« High oxidation stability

* Ahigh and stable viscosity index
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Technical specifications:

kinematic viscosity at 40°C 37,3 MM?#/S DIN ISO 51562-2
kinematic viscosity at 100°C 6,4 MM?/S DIN ISO 51562-2
viscosity index 125 DIN ISO 2909
appearance Yellowbrown VISUELL

density at 15°C 862 KG/M? DIN EN ISO 12185
Pour Point -36 °C ASTM D 7346

All declared values are approximate and subject to standard production variations. To the best of our knowledge all information
reflects the current state of findings and our development.

Subject to change. Any reference to DIN standards are solely for product description purposes and do not represent a guaran-
tee. If problems arise, please consult a technician. 26.04.2022 02:00:00



